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AP 2.25i 
 
AP ampli�er positioned in standard 
basic line performs graceful and 
powerful sound beyond our imagi-
nation from its small body.  
This piccolo size ampli�er has se-
lected electric parts by the concept 
of the right part in the right place 
and shows excellent driving ability 
of connected speakers with the dif-
�cult impedance changing. 

AP 80.2 & 75.4 
 
New AP80.2 and 75.4 are in direct 
descent from TP hybrid power ampli-
�ers, and they have the layout fol-
lowed the basic circuit layout of TP 
ampli�ers.  New AP series ampli�ers 
constructed with strict �ddelity to 
the basic circuit principle of  ampli-
�er realized graceful and dynamic 
sounds. 

HP 4.75 / 4ch power ampli�er
Speci�cation

Max Power  13.8V1%THD/2ohm    80Wx4     Rated powe12.5V0.1%THD/4ohm 65Wx4     Frequency response                    10-80KHz      
S/N ratio                                           >100dB         Damping factor                             >200               Idle current                                      1A 
Distortion                                      THD 0.05%      Input impedance                          >10K ohm    Input sensitivity                           0.2-7V RMS     
Crossover frequency (HP)         50-200Hz        Fuse type                                        20Ax2             Dimensions: WxLxHmm           235x300x53 
 

AP 2.25i / 2ch power ampli�er

Speci�cation

Max Power  13.8V1%THD/2ohm      35Wx2 
Rated powe12.5V0.1%THD/4ohm   25Wx2 
Frequency response                        10-80KHz 
S/N ratio                                               >100dB 
Damping factor                                 >200 
Idle current                                          0.4A 
Distortion                                            THD 0.05%   
Input impedance                              >10K ohm 
Input sensitivity                                0.2-4V RMS 
Fuse type                                            10A 
Dimensions: WxLxHm                   225x135x56 

HP 2.50 / 2ch power ampli�er  
 
  Speci�cation

Max Power  13.8V1%THD/2ohm     80Wx2 
Rated powe12.5V0.1%THD/4ohm 50Wx2 
Frequency response                    10-80KHz 
S/N ratio                                           >100dB 
Damping factor                             >200 
Idle current                                      0.5A 
Distortion                                        THD 0.05%   
Input impedance                          >10K ohm 
Input sensitivity                            0.2-7VRMS 
Fuse type                                        20A 
Dimensions: WxLxHmm           235x200x53 
 

                           

AP 80.2 / 2ch power ampli�er 
 
speci�cation

Power output  13.8V/4ohm  80W x2    1KHz@0.3% THD 13.8V/2ohm  220Wx2 
Frequency response             2-80KHz     S/N ratio   >90dB  
Stereo separation                       75dB       Idle current  1.3A  
Remote voltage                    10 - 17V        Input impedance                       20K ohm  
Input sensitivity                       0.2-4V       Crossover frequency (HP&LP) 50-200Hz 
Fuse type                                    15Ax2       Dimensions: WxLxHmm     280x200x57

AP 75.4 / 4ch power ampli�er  
 
speci�cation

Power output      13.8V/4ohm  75W x4    1KHz@0.3% THD 13.8V/2ohm  110Wx4 
Frequency response                    2-80KHz   S/N ratio                                             >90dB 
Stereo separation                              75dB    Idle current                                           1.3A 
Remote voltage                           10 - 17V     Input impedance                        20K ohm 
Input sensitivity                              0.2-4V     Crossover frequency (HP&LP) 50-200Hz 
Fuse type                                           15Ax4     Dimensions: WxLxHmm     320x200x57

HP 2.50 & 4.75  
 
HP is the high class ampli�er produced under the concept 
of “The right part in the right place”.  The careful selection 
of best matched electric parts can contribute to the high 
quality sound on their own positions of PCB which has 
been realized by our skilled technicians.  This attempt 
called the acoustic tuning contributes the reproducing 
ability of expression for the details of music supported 
by vivid and realistic sound. HP features the natural tones 
especially.




