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MW 6512AL-B 
It's the hi-end mid bass drives the tough 
paper cone and the large sized voice coil 
by the column type alnico magnets. This 
non press paper cone with 52mm voice 
coil can reduce the rocking tendency and 
achieves the tough bass range repro-
duction and high dense mid range tone 
clearly. 
 
Speci�cation  
 
MW 6512AL-B / 6.5” mid bass 
Music power: 160 W / Sensitivity: 85 dB / Frequency 
response: 50-4,000 Hz /  Outer dimension: 165 mm/ 
Fixing hole: 142 mm / Installing depth: 58 mm / 
Impedance: 6 ohm

*Limited quantity product

Separate components

MW 6513F-P 

It is a strong mid bass driver 
which used one piece P.P. cone 
can meet an expectation of the 
high sound pressure delivery. 
One piece structure of the cone 
can uniform the sound dissipa-
tion and achieves the exact 
piston motion of cone. 
MW6513F-P reproduces the 
open and dynamic sound with-
out distortions. 
 
Speci�cation  
 
MW 6513F-P / 6.5” mid bass 
Music power: 160 W / Sensitivity: 85 
dB / Frequency response: 50-4,000 Hz /  
Outer dimension: 165 mm/ Fixing hole: 
143 mm / Installing depth: 58 mm / 
Impedance: 6 ohm 
 
*Limited quantity product

MW 6513F-R 
It is a strong mid bass driver used 
one piece non-press paper cone 
can meet an expectation of the 
high sound pressure delivery. 
One piece structure of the cone 
can uniform the sound dissipa-
tion and achieves the exact 
piston motion of cone. 
MW6513F-R reproduces the de-
tailed natural sound dynamically. 
 
Speci�cation  
 

MW 6513F-R / 6.5” mid bass 
Music power: 160 W / Sensitivity: 85 dB / 
Frequency response: 50-4,000 Hz /  Outer 
dimension: 165 mm/ Fixing hole: 143 mm 
/ Installing depth: 58 mm / Impedance: 
6 ohm 
 
*Limited quantity product

NT 20BA 
This small and tough tweeter 
has a gorgeous housing made 
by CNC lathing from an alumi-
num ingot. The combination 
of 20mm silk fabric diaphragm 
and neodymium magnet 
performs wide frequency and 
linear extended treble tone 
very stably, and it makes the 
�exible concert with a mid 
bass driver possible. 
 
Speci�cation  
 
NT 20BA / 20 mm tweeter 
Music power: 60 W / Sensitivity: 88 dB 
/ Frequency response: 1,500-20,000 Hz 
/  Outer dimension: 50 mm / Installing 
depth: 11mm / Impedance: 4 ohm

NT 20B 
This basic small and tough 
tweeter has the combination 
of 20mm silk fabric dia-
phragm and a neodymium 
magnet performs wide fre-
quency and linear extended 
treble tone very stably, and it 
makes a �exible concert with 
a mid bass driver possible. 
 
Speci�cation  
 
NT 20B / 20 mm tweeter 
Music power: 60 W / Sensitivity: 88 
dB / Frequency response: 1,500-
20,000 Hz /  Outer dimension: 38 mm  
/ Impedance: 4 ohm

NT 28B 
NT28B is also the high grade 
tweeter has the combina-
tion of 28mm large diameter 
voice coil and the silk fabric 
diaphragm with neodymium 
magnet driving. It realized 
the harmonious connection 
with a mid bass thanks to its 
wide frequency band and high 
e�ciency.  it shows high repro-
duction ability for vivid, details 
and smooth treble tone.

 
Speci�cation  
 
NT 28B / 28 mm tweeter 
Music power: 80 W / Sensitivity: 90dB / 
Frequency response: 1,000-20,000 Hz /  
Outer dimension: 45 mm / Impedance: 
8 ohm

NT 28A 
NT28A is the high grade 
tweeter has the combina-
tion of 28mm large diameter 
voice coil and the titanium 
diaphragm driven by neo-
dymium magnet. It realized 
the harmonious connection 
with a mid bass thanks to its 
wide frequency band and 
high e�ciency.  it shows high 
reproduction ability for vivid, 
details and smooth high fre-
quency range. 
 
Speci�cation  
 
NT 28A / 28 mm tweeter 
Music power: 80 W / Sensitivity: 90 dB / 
Frequency response: 1,000-20,000 Hz /  
Outer dimension: 45 mm / Impedance: 
8 ohm

SW 1025 
The departure from the gloomy bass. This 
unique subwoofer uses the light weight chemi-
cal cone and the strong magnet, and it repro-
duces clear, tight and de�nitive base sounds 
dynamically which are suitable for listening to 
real music.  
 
Speci�cation 

SW 1025 / 10” subwoofer 
Music power: Max 550 W rated 350 W / Sensitivity: 91 dB / 
Frequency response: 20-2,000 Hz /  Outer dimension: 260 
mm  / Fixing hole: 237 mm /  Installing depth: 113 mm / 
Impedance: 4 ohm
*Grill nets are not included


